
855- MYDISPLAY  855-693-4775 Info@LEDgendDistributors.comLEDgendDistributors.com

Fast lock, light and easy 

for installation

Die casting cabinet design

Fast lock, light and easy for installation

500x500 & 500x1000 can be Mixed and Matched
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Rapid dismantle

LED module Power box

MODULAR DESIGN

Creative installation

Concave & convex

360 round display
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90 degree right angle corner splicing
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Hanging system

Floor-stand stacking system

INSTALLATION 
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Pixel Pitch 2.6mm 2.9mm 3.9mm

LED configuration SMD1515 SMD1515 SMD2020

Brightness 800 nits 800 nits 800 nits

Viewing angle  160°/ 160° (50% brightness)

Scan  Mode 1/24 1/28 1/16

Refresh rate 1920/3840/7680Hz 

Processing 14/16 bits

Module Size 250mm x 250mm x 17mm (W x H x D)

Panel size 500mm x 500mm x 90mm (W x H x D) 500mm x 1000mm x 90mm (W x H x D)

Panel Weight 7.3kg / 16.09lbs 7.3kg / 16.09 lbs 7.1kg / 15.65lbs

Input Voltage AC100~240V 50/60 HZ

Power consumption (Avg) 200W/sqm

Power consumption (Max) 640W/sqm

IP rating  IP31

Working temperature -20°C~60°C

Warranty 36 months

Lifespan 100,000 hrs
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